PROJECT DESCRIPTION

I. GENERAL

This project invoives the modification of an existing Traffic Confrol Signal
with interconnect at the intersection of MR 117 and Great Seneca Highway in
Montgomery County. The existing underground interconnect cable shail be
mafntained. The medification is necessary due to the addition of a northbound
Great Senecg Highway right furn lane ond the widening of the west leg of M 117.
MD 117 is assumed to run in an east—west direction.

1. INTERSECTION OPERATION

1. The intersection is to continue operating in o NEMA seven—phase.
semi—actuated modes with the MD 1417 approaches running concurrentiy.
The Exclusive/Permissive |eft turn phase for the westbound dpprodch of EXISTING UNDERGROUND I/C
MD 117 and the Exciusive left turn phases on both north and southbound Great TO WISTERIA DRIVE
Senscg Highway shali remain. The pedssirian phase with pushbutfton actuation
shall remain ceoross the egst leg of MD 117. The pedestrian phases dcross both
legs of Great Seneca Highway shall remain on recall. The farside sampiling
stations shall remain on both legs of Great Seneca Highway. Ths Great Seneca
Highway approoches shall also run concurrent!y.

2. One (1) two—channel. time delay output ioop detector amplifier shall be FLW
ingtalied info the existing base-mounted cabinet. i e
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I11. SPECIAL NOTE -4 b e
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All field wiring to the exisiting controller cabinet shall be terminated to the Pl ii § 1 Pt
appropriate control ler cabinet connectors by the Contractor and lcbeled. All other 51 ‘l por i 11 1! ll ELW
controller cabinet wiring wili bs performed by the S.H.A. Signal Shop. Contact Mr. 1 l_u [
Ed Rodenhizer at {410} 787-7650 seventy—twoc hours in advance of intended work. /,;‘:)"
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A. EQUIPMENT TG SUPPLIED BY S.H.A. A+ByCyDsESFVGoH ‘—W
WIRING KEY
SPEC. ELW AsB.C.
QUANTITY SECTION DESCRIPTIDN AVBaCoDAEs D AB+Co AVB.Co g
1 Each B&3 Z—charnei, Time delay output loop detector amplifier. (To be installed £g F,G,H ' - D D
Py S:fA- Stanal Shop Ferees. Y Q 5 2—CONDUCTOR ELECTRICAL
_ > , -
PEPCO N _ y E CABLE (NO. 14 A.W.G.)
B. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR. CBA{523G- FFoon i < (F; ( ALUMINUM SHIELDED)
”
SPEC. 9086 < v H
QUANTITY SECTION DESCRIPTION A A.B.C, M L
L.5. 106 Mobi!ization D
L.s. 106 Maintenance of traffic. ErF et AvBaC ALB.C. K 5-CONDUCTOR ELECTRICAL
Q1= EELGLH 0.1 ELW 3 CABLE (NO. 14 A.W.G.) 70O BE
150 S.F. 104 Temporary traffic sign. e ' D A SPLICED INTO EXISTING
— 5-CONDUCTOR CABLE
15 U. 3. 105 Flashing arrow panels. 4 O :::::_1 ?H:i:___:‘l
170 L.F. SP-555 Furnish and instal! thermoplastic pavement marking tope. A«B,.Cs M— M } EXISTING S—CONDUCTOR CABLE
white (12”7 width for orosswalks), D N TO BE UTILIZED
85 L,F. SP-555 Furnish and instaii thermoplastic pavement marking tape. N =10 A.B, LW — LDOCP WIRE (NO. 14 A.W.G.)
white (24”"width for stoplines). Cils
. ) o : K ELW — EXISTING LODP WIRE
165 L.F. Remove existing pavement marking utilizing grinder method. (NO. 14 A.W.G.)
715 L.F. B15 i H .
15 L.F 1 Furnish and install sawcut K Fg - EXISTING OVERHEAD SERVICE
75 L.F. 805 Furnish and install 1” galvanized stee! electrical conduit EF.G.H L L TO BE MAINTAINED BY PEPCO
(detector wire sleeve). & Z} é ‘\
EXISTING OVERHEAD .
20 L.F. 805 Furnish and instail 1" liquid tight flexible non—metallic 1/C TO KINGSVILLE < <F O O—0O r\ N o NOTE: ALL EXISTING ELECTRICAL CABLE
slectrical conduit {detsctor wire sieevel. VILLAGE DRIVE A. NOT SHOWN IS 70 BE MAINTAINED
45 | .F. 805 Furnish and install 2% polyviny! chioride electrical condui+t
(Schedule 80) {trenched). B A.B.C
. [} ‘ A LERR VY |
i Each B11 Furnish and instal! handhole (frame and cover’. E,F.G,H D
3105 L.F. Bi0 Furnish aond instail loop wire {No. 14 A.W.G.) encased in L SIERsEA T

 flexible tubing. by
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e | AvB.CiD
2990 L.F. BiO Furnish and instaii 2-conductor siectrical ccble {(No. 14 A.W.G.) l' 4y
{giuminum shielded). ELW 1y

110 L.F. B10 Furnish and install 5-conductor slecirical cable (No. 14 ALW.G.).
? Each Relocats existing signal head. E+F4G.H
Z Each Relocate existing sign.
1 Each Remove existing handhole. LW

EXISTING UNDERGROUND
I/C 70 RICHTER FARM ROAD/
CLOPPER MILL DRIVE
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